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Abstract
Constant technological progress, as well as the pursuit of “friendly” technologies, leads to 
intensive work on the development of a new generation of advanced products with strictly 
defined, unique physicochemical properties dedicated to specific applications. This group 
of materials includes hybrids based on titanium dioxide and its derivatives, characterised 
with specific, well-defined physicochemical and structural properties, chiefly determined 
during their synthesis. Different properties of titania nanoparticles depend on their mor-
phology, crystallite size, and crystalline structure. Nanocrystalline titanium dioxide can 
be synthesised via different methods, among which chemical precipitation, microemul-
sion method (inversed micelles), sol-gel process and hydrothermal crystallisation are the 
most important ones. That is why, a crucial part of the following chapter will be paid to 
characterisation of synthesis routes used for titanium dioxide and titania-based hybrid 
production. Furthermore, application of TiO
2
-based materials, including mixed oxide 
systems as well as graphene oxide–based hybrids, in electrochemical (electrode material) 
and environmental (photocatalysis) aspects, will be described in detail.
Keywords: titanium dioxide, TiO
2
-based hybrid materials, advanced material synthesis, 
photocatalyst, electrode material
1. Introduction
Titanium dioxide, commonly known as titanium white, is in normal conditions a colourless 
crystalline solid. It is non-toxic, non-hygroscopic, inflammable and non-volatile. It shows 
high chemical stability: it does not dissolve in water, organic solvents, acids (except for 
 concentrated hydrofluoric acid and sulphuric acid) or alkalis. It is amphoteric, but more acidic 
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than basic. Titanium dioxide is thermally stable: it loses oxygen only at a temperature of a few 
hundred degrees Celsius and under the influence of reducing agents (carbon, magnesium, 
hydrogen and halogens). Its melting point is 1825°C, while its boiling point is close to 2500°C. 
Above 400°C, a reversible change in colour to yellow takes place as a result of thermal expan-
sion of the crystalline lattice. Above 1000°C, the oxide forms of titanium are formed, charac-
terised by a lower content of oxygen than in TiO
2
, an undesirable colour change takes place 
and the electrical conductivity changes. Titanium dioxide does not show activity towards 
living organisms [1–4].
Titanium dioxide occurs in nature in three polymorphous varieties: tetragonal rutile, anatase 
and rhombic brookite. Anatase and rutile are of practical importance and are commonly used 
in many applications, while brookite is not used because of the instability of its structure [4–6].
The rapidly developing technologies for obtaining new functional materials based on titania are 
an especially important topic for both theoretical study and practical application. The continu-
ally growing requirements of different technologies require new directions to be sought in order 
to obtain materials with precisely designed physicochemical and structural properties. Hybrid 
systems based on TiO
2
 constitute a new group of compounds exhibiting strictly designed physi-
cochemical properties resulting from the effects of combining the characteristic behaviours of 
the individual compounds from which they are made. The presence of a foreign element in the 
matrix of pure titania can greatly affect the structural, textural, acid/base and catalytic proper-
ties [7]. The textural properties of the hybrid materials, such as pore size distribution, surface 
area, etc., are strongly dependent upon the conditions of synthesis, including the nature and 
composition of the precursors, solvent, complexing/templating agent, hydrolysis and calcina-
tion conditions [8]. Research into the production and potential applications of new functional 
materials based on titanium dioxide is only possible when the final materials have a strictly 
defined dispersive character, crystalline structure, morphology and porous structure [9–13].
2. Synthesis of titanium dioxide and its derivatives
The synthesis of titanium dioxide is one of the major research areas in ‘green chemistry’. 
Titania is a chemically inert, thermally stable, insoluble, biocompatible, non-toxic material, 
and an excellent absorber of destructive UV radiation. Because of these properties, titanium 
dioxide and its derivatives have for some time enjoyed a great and still growing popularity in 
many applications; see Figure 1 [1–4].
On an industrial scale, titanium dioxide pigments are obtained by two methods (see Figure 2) 
whose names refer to the substrate salts used:
• the sulphate method, in which TiO
2
 is precipitated from a solution of ilmenite ore by con-
centrated sulphuric acid, leading to both rutile and anatase;
• the chloride method, in which titanium dioxide is obtained by oxidation of titanium tet-
rachloride (TiCl
4
) obtained by reduction and chlorination of ilmenite ore; this method leads 
only to rutile.
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The use of the chloride process is on the increase. It is estimated that over half of the world’s 
titanium dioxide is produced in this way. Although this process requires higher quality, pre-
viously enriched ore and more complex technology, it produces much less waste than the 
sulphate method, and the cost of production is also lower [1].
The properties of TiO
2
 are determined by the morphology of its particles, the size of its crys-
tals and its crystalline structure, which depend on the choice of method for its synthesis and 
final heat treatment [14]. Nanocrystalline TiO
2
 particles are usually obtained by crystallisation 
(chemical precipitation) [15], the microemulsion method (reverse micelles) [16], the sol-gel 
method [17–21] or hydrothermal crystallisation [22–26]; see Figure 2. Each of these methods 
has its advantages and drawbacks, but a feature of all of them is the ability to obtain materials 
with strictly defined properties (Table 1).
Additionally, Table 2 presents a comprehensive review of different methods of synthesis of 
titania-based materials.
2.1. Chemical precipitation
Co-precipitation is a wet chemical method and is one of the oldest methods for obtaining 
nanometric materials. The most common precursors used in this method are salts: nitrates, 
Figure 1. Applications of titania-based materials.
Figure 2. Synthesis of titanium dioxide.
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 chlorates or chlorides, which dissolve in an appropriate solvent. Aqueous solutions are used 
most commonly, but the use of organic solvents is also possible. The precipitation reac-
tion must be initiated; this may be done by changing the pH, concentration or temperature. 
Another way of starting the precipitation reaction is to carry out a reaction of hydrolysis, 
oxidation, reduction or complexation. Usually a base (potassium or sodium hydroxide) is 
added to the system containing the precursors of the oxide. The precipitation reaction itself 
involves reduction of the metal cation, and formation of a precipitate requires that the system 
reach saturation point. The precipitation method consists of three stages: nucleation, growth 
and agglomeration. To begin with, small crystallites are formed (nucleation), which over 
Method Advantages Disadvantages
Sulphate method Ability to control the crystalline structure; 
possibility of using low-quality ore
Susceptibility to agglomeration of particles; 
high energy costs; large quantities of waste 
produced and requiring disposal
Chloride method High-quality products (including for medical 
applications); defined morphological structure 
and high degree of particle dispersion
Need to use high-quality substrates; production 
of only the rutile form, advanced technology; 
hazardous reaction environment, toxicity; 
danger of uncontrolled emission of chlorine gas
Co-precipitation 
method
Homogeneous mixing of reactant precipitates 
reduces the reaction temperature; a simple 
direct process for the synthesis of fine material 
powders which are highly reactive in low-
temperature sintering
Not suitable for the preparation of a highly 
pure, stoichiometrically accurate phase; this 
method does not work well if the reactants have 
very different solubilities and precipitation 
rates; it does not meet universal experimental 
conditions for the synthesis of various types of 
metal oxides
Sol-gel route Low temperature processing and 
consolidation is possible; smaller particle 
size and morphological control in powder 
synthesis; sintering at low temperature also 
possible; better homogeneity and phase  
purity than in traditional ceramic methods
Raw materials for this process are expensive 
(in the case of metal alkoxides) compared with 
mineral-based metal ion sources; products have 
high carbon content when organic reagents are 
used in the preparative steps and this inhibits 
densification during sintering; since several 
steps are involved, close monitoring of the 
process is needed
Hydrothermal 
route
Powders are formed directly from solution; 
it is possible to control particle size and 
shapes by using different starting materials 
and hydrothermal conditions; the resulting 
powders are highly reactive, which aid low-
temperature sintering
Prior knowledge on the solubility of the starting 
materials is required; hydrothermal slurries are 
potentially corrosive; accidental explosion of the 
high-pressure vessel cannot be ruled out
Solvothermal 
method
An energy-efficient, environmentally 
friendly process; high-purity products can be 
synthesised; metastable and new phases can 
be accessed; simplified and precise control of 
the size, shape distribution, and crystallinity 
of the end product can be achieved via the 
adjustment of parameters such as reaction 
temperatures and time, the types of solvents, 
surfactants and precursors
The need for expensive autoclaves; safety issues 
during the reaction process; impossibility of 
observing the reaction process (“black box”)
Table 1. Advantages and disadvantages of the most commonly used methods for the synthesis of titanium dioxide.
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Product Starting materials Conditions of synthesis Properties of obtained material Potential application Ref.
Co-precipitation method
TiO
2
TiCl
4
, HCl, H
2
O
2
, NH3∙H2O Reaction: ice-water bath, then 10°C,  next 50°C,
Drying: 60°C,
Calcination: 500°C for 2 h
Anatase and rutile structure Photodegradation of 
helianthine
[29]
TiO
2
Ti(OCH(CH3)2)4 (TTIP), 
C3H7OH, polyvinyl 
pyrrolidone (PVP)
Reflux: 2 h,
Drying: 80°C for one day,
Calcination: 800°C
Rutile structure, spherical shape of  
10 nm in diameter
– [30]
TiO
2
/SnO
2
TiCl
4
, SnCl
4
∙5H
2
O,  
CO(NH
2
)
2
Reaction: room temperature, after  
adding CO(NH
2
)
2
—80°C for 8 h,
ageing: room temperature for 24 h,
drying: 60°C
calcination: 550°C for 4 h
Rutile structure,
BET surface area: 82 m2/g,
aggregated particles with a different  
size distribution,
crystallite size: 17.4 nm
Degradation of methyl 
blue (MB)—90%
[31]
TiO
2
/CeO
2
 and 
TiO
2
/SnO
2
Ce(NO3)3∙6H2O, SnCl4∙5H2O, Ti(SO
4
)
2
, NH3∙H2O
Reaction: room temperature,  
3 h, pH = 10
ageing: 48 h,
drying: 105°C, 12 h,
calcination: 500°C for 6 h
BET surface area: TiO
2
/CeO
2
 = 108 m2/g, 
TiO
2
/SnO
2
 = 59 m2/g,
TiO
2
/CeO
2
/SnO
2
 = 139 m2/g,
crystalline structure:
TiO
2
/CeO
2
—anatase,
TiO
2
/SnO
2
—rutile,
TiO
2
/CeO
2
/SnO
2
—amorphous
Reduction of NO with 
NH3
[32]
TiO
2
/ZrO
2
TiCl
4
, ZrOCl
2
∙8H
2
O, 
NH3∙H2O, HCl
Reaction time: 3 h,
ageing: 24 h,
drying: 110°C (overnight)
calcination: 500°C for 5 h
Amorphous structure,
BET surface area: 234 m2/g
Reduction of NO by 
NH3
[33]
Sol-gel method
TiO
2
Ti(OC(CH3)3)4 (TBOT), HCl, CH3OH, C2H5OH, CH3COOH, F-127 (triblock 
copolymer)
Reaction time: 60 min,
drying: 65°C,
ageing: 24 h,
calcination: 400, 500, 600, 700 and  
800°C in air for 4 h
Anatase and rutile structure,
BET surface area from 165 m2/g (500°C)  
to 15 m2/g (800°C)
nanoparticles diameter: 10–15 nm (500°C), 
50–75 nm (800°C), agglomerates: 1–3 μm 
(500°C), 1–5 μm (800°C)
Photodegradation of 
imazapyr (98%) and 
phenol (95%)
[54]
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Product Starting materials Conditions of synthesis Properties of obtained material Potential application Ref.
TiO
2
Ti(OCH(CH3)2)4 (TTIP), 
C3H7OH, NaOH, HNO3
Reaction: 80°C (5 h), then cooling  
to room temperature,
ageing: 25°C for 24 h,
drying: 100°C for 12 h,
calcination: 200, 600 and 800°C  
for 2 h
Anatase-brookite (calcination at 200°C), 
anatase-brookite-rutile (calcination at 600 
and 800°C),
irregular clusters composed of spherical 
nanomeric primary particles (200 nm—
pH = 2, 400 nm—pH = 9),
BET surface area: pH = 2—calcination 
at: 200°C—186 m2/g, 600°C—48 m2/g, 
pH = 4—calcination at: 200°C—109 m2/g, 
600°C—42 m2/g
Photodegradation 
of methylene blue 
(MB)—98%—samples 
calcined at 200 or 
600°C by pH = 2
[55]
TiO
2
/SiO
2
Si(OC
2
H5)4 (TEOS), C2H5OH, HCl, Ti(OCH(CH3)2)4 (TTIP)
Reaction: room temperature,
ageing: room temperature for 72 h,
drying: 80°C,
calcination: 1000°C for 2 h
Anatase structure (400°C), rutile with a 
small amount of
anatase (800°C), rutile (1000°C)
– [57]
TiO
2
/ZrO
2
Ti(OC(CH3)3)4 (TBOT), HNO3, C2H5OH, Pluronic P123 and Macrogol 20000 
(triblock copolymers), 
ZrOCl
2
∙8H
2
O
Reaction: room temperature, after 
adding Zr precursor—80°C,
ageing: room temperature for 24 h,
drying: room temperature in air,
calcination: 800°C for 5 h
Anatase structure,
BET surface area: 149 m2/g
Photodegradation 
of Rhodamine B 
(RhB)—90%
[59]
TiO
2
, TiO
2
/ZrO
2
TiOCl
2
, ZrO(NO3)2, NaOH, 
cetyltrimethylammonium 
bromide (CTAB), C
2
H5OH
Reaction: room temperature,
ageing: 80°C for 4 h,
drying: 100°C for 6 h,
calcination: 600-900°C for 2 h
Irregular spherical agglomerates, crystalline 
structure: 600°C—anatase TiO
2
 and 
tetragonal ZrO
2
 crystals, 800°C—rutile and 
anatase TiO
2
 and tetragonal ZrO
2
 crystals, 
900°C—rutile TiO
2
 and tetragonal and 
monoclinic ZrO
2
 crystals,
BET surface area: TT-600—88 m2/g, ZT8-
600—70 m2/g, ZT14-600—62 m2/g, ZT22-
600—63 m2/g, ZT32-600—61 m2/g
Photodecolorization 
of the MB—sample 
ZT8-600—94.1%
[60]
ZrO
2
/Al
2
O3 and TiO
2
/Al
2
O3
2,4-Pentanedione, 
n-butanol, alkoxides of the 
respective metals
Reaction: room temperature,  
then 70°C
drying,
calcination: 500°C
Amorphous structure of TiO
2
/Al
2
O3,crystalline size: TiO
2
/Al
2
O3—4.9 nm, ZrO2/
Al
2
O3—4.1 nm,BET surface area: TiO
2
/Al
2
O3—320 m2/g, ZrO
2
/Al
2
O3—200 m2/g
Ethanol conversion: 
TiO
2
/Al
2
O3—99%, ZrO
2
/Al
2
O3—47%
[61]
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Product Starting materials Conditions of synthesis Properties of obtained material Potential application Ref.
TiO
2
/ZrO
2
Zr(OCH
2
CH
2
CH3)4, Ti(OCH
2
CH
2
CH3)4, C3H7OH, NH3∙H2O
Reaction: 18°C, pH = 9, then 27°C,
refluxe: 1 h,
ageing: 24 h,
heating: 100°C for 24 h,
calcination: 550 and 700°C for 5 h
Crystalline structure: anatase (66 wt.%), 
rutile (19 wt.%) and orthorhombic 
(15 wt.%) srilankite type—sample TiZr13 
calcined at 700°C, amorphous—sample 
TiZr37 calcined at 550°C,
BET surface area: sample TiZr37 calcined  
at 550°C—172 m2/g
– [62]
Hydrothermal method
TiO
2
Ti(OCH(CH3)2)4 (TTIP), 
C
2
H5OH, HNO3
pH = 0.7,
hydrothermal treatment—240°C for 
4 h,
drying: room temperature
Anatase and brookite structure,
size of particles—21–23 nm
BET surface area: 190 m2/g (7 nm), 124 m2/g 
(15 nm), 75 m2/g (24 nm)
Decomposition of 
propan-2-ol to CO
2
 
(98%)
[65]
TiO
2
Anatase TiO
2
, NaOH Hydrothermal treatment—200°C for 
24 h,
drying: 70°C for 6 h
Anatase and brookite structure,
TiO
2
 nanowires
– [66]
TiO
2
/ZrO
2
ZrOCl
2
∙8H
2
O, TiCl
4
, TiCl
4
, 
NH3∙H2O
Hydrothermal treatment—220°C for 
4 h, 25 bar
drying: 120°C
calcination: 500°C for 10 h
Amorphous structure,
BET surface area: 209 m2/g
– [67]
TiO
2
/ZrO
2
TiOSO
4
, ZrCl
4
Hydrothermal treatment—200–240°C 
for 48 h,
drying: 60°C
calcination: 400–1000°C for 1 h
Anatase structure Photodecolorization of 
the MB
[68]
Solvothermal method
TiO
2
Polyethyleneimine (PEI), 
C
2
H5OH, Ti(OC(CH3)3)4 (TBOT)
Mixing: 5 h,
thermal treatment—180°C for 24 h,
drying: 60°C, 6 h,
calcination: 400°C for 2 h
Anatase structure, crystalline  
size: 12.1 nm,
sample after calcination: anatase (82.3%) 
and rutile (17.7%) structure,
quasi-spherical nanostructures with 
diameters of ca. 100–200 nm,
BET surface area: 118 m2/g
Photodegradation 
of methyl orange 
(MO)—74% and 
phenol—82%
[71]
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Product Starting materials Conditions of synthesis Properties of obtained material Potential application Ref.
TiO
2
HCl, TiF
4
, C3H7OH, HF Thermal treatment—180°C for 5.5–44 h,
drying: in vacuum overnight,
calcination: 600°C for 90 min
Anatase structure – [72]
TiO
2
/SiO
2
 and 
TiO
2
/ZrO
2
Titanium(IV) n-butoxide, 
tetraethylorthosilicate, 
zirconium(IV) n-butoxide, 
toluene
Thermal treatment—300°C Anatase structure, crystallite size from 11.0 
to 9.0 nm,
BET surface area: TiO
2
/SiO
2
—from 133 to 
156 m2/g,
TiO
2
/ZrO
2
—from 95 to 106 m2/g
Conversion of 
ethylene
TiO
2
/SiO
2
—from 22.1 
to 32.4%,
TiO
2
/ZrO
2
—from 22.2 
to 39.5%
[74]
Table 2. Synthesis of titania-based materials via different method.
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time become more thermodynamically stable and larger (the growth stage); then as more 
time elapses, the permanent crystallites combine into persistent agglomerate forms (agglom-
eration). The properties of the final material are strongly influenced by the initial nucleation 
stage. An important part is also played by the particle agglomeration stage, which determines 
the morphological properties of the system [27, 28]. To obtain the final product, the dried 
precipitate is subjected to thermal treatment at the required temperature in an appropriate 
atmosphere.
Liu et al. [29] prepared titanium dioxide by five different methods: co-precipitation, the sol-
gel route, hydrolysis, the hydrothermal method and sluggish precipitation. They investigated 
how the method used affected the physicochemical properties of the resulting TiO
2
. Synthesis 
of TiO
2
 by the co-precipitation method was carried out using titanium tetrachloride, hydro-
chloric acid, hydrogen peroxide and ammonia. Titanium tetrachloride as a precursor of TiO
2
 
was added to hydrochloric acid and deionised water. The resulting mixture was maintained at 
a temperature below 10°C, and hydrogen peroxide was added. Finally, ammonia was added 
to the solution (pH = 10). The resulting sample was calcined at 500°C for 2 h. XRD analysis 
showed that this procedure of TiO
2
 synthesis leads to a mixture of anatase and rutile phases 
with anatase predominant. The material synthesised by the co-precipitation method also 
demonstrated with good photocatalytic activity in the decomposition of helianthine (with 
absorbency equal to 0.25 and transmission equal to 60.0).
Muhamed Shajudheen et al. [30] synthesised titanium dioxide using titanium tetraisopro-
poxide as a Ti precursor and poly(vinyl pyrrolidone) (PVP) as a capping agent. To a mixture 
consisting of titanium tetraisopropoxide and propan-2-ol, PVP and then water were added. 
The resulting white precipitate was refluxed for 2 h and then stirred continuously for 1 day, 
followed by calcination at 800°C. The proposed co-precipitation method allows synthesis of 
the rutile phase of titania in a single-step process without impurities and other phases, as was 
confirmed by XRD and Raman spectroscopy.
To alter the physicochemical properties of titanium dioxide, Huang et al. [31] prepared 
SnO
2
/TiO
2
 catalysts using five different preparation methods: the sol-gel method (SGM), 
the sol-hydrothermal method (SHM), the co-precipitation method (CM), a co-precipitation-
hydrothermal method (CHM) and the hydrothermal method (HM). They determined the 
impact of the methodology for obtaining SnO
2
/TiO
2
 systems on the structure, chemical 
composition, particle sizes, specific areas, pore size distribution and energy band structure. 
The synthesis of SnO
2
/TiO
2
 by the co-precipitation method was carried out using TiCl
4
 and 
SnCl
4
∙5H
2
O, which were dissolved in deionised water. In the next step, the obtained solu-
tion was added to an aqueous solution of urea. At this stage of the synthesis, the reaction 
was carried out at a temperature of 80°C for 8 h. At the final stage, the resulting material 
was calcined at 550°C for 4 h. XRD analysis of the sample obtained by the co-precipita-
tion method revealed the presence of diffraction peaks indicating a pure rutile structure. 
Moreover, peaks corresponding to SnO
2
 were not present in the pattern. This may indicate 
that the Sn4+ ion was successfully incorporated into the crystal lattice sites of the titania to 
form uniform SnO
2
/TiO
2
 solid solutions, or that the reflection bands attributed to SnO
2
 over-
lapped with the crystalline plane of TiO
2
. Moreover, the synthesised sample demonstrated 
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good  photocatalytic activity in the degradation of methyl blue. It was shown that the struc-
ture, crystallinity, dispersity, light adsorption properties and photocatalytic performance of 
SnO
2
/TiO
2
 photocatalysts are critically dependent on the preparation method.
Another example of the use of a precipitation method to obtain TiO
2
/CeO
2
 and TiO
2
/SnO
2
 
systems is reported by Yu et al. [32]. As precursors of titanium dioxide, cerium oxide and tin 
oxide, they used titanium(IV) sulphate(VI), cerium(III) nitrate(V) hexahydrate and tin chlo-
ride pentahydrate. The precipitating agent was an aqueous solution of ammonia. Aqueous 
solutions of the oxide precursors were stirred for 1 h until the components dissolved com-
pletely, and then, ammonia solution was added to the reaction mixture. The process was 
carried out at room temperature, and the pH of the reaction mixture was maintained at 10. 
After all solutions had been added in the appropriate quantities, the system was stirred for 
a further 3 h. The material was then subjected to an ageing process for 48 h. The resulting 
precipitate was dried at 105°C for 12 h and then calcined at 500°C for 6 h. Physicochemical 
analysis revealed specific surface areas of 108 and 59 m2/g respectively for the TiO
2
/CeO
2
 and 
TiO
2
/SnO
2
 systems. X-ray analysis showed the TiO
2
/CeO
2
 system to have an anatase crystal-
line structure, while for TiO
2
/SnO
2
, the diffractogram contained peaks corresponding to rutile. 
In both cases, the crystalline structure of cerium or tin oxide was not observed. The catalytic 
properties of the systems were also investigated; they demonstrated excellent performance in 
the reduction of nitrogen oxides.
Zhang et al. [33] synthesised TiO
2
/ZrO
2
 mixed oxide (with molar ratio = 1:1) by a co-precipitation 
method from TiCl
4
 and ZrOCl
2
 aqueous solutions, which were hydrolysed with ammonium 
hydroxide. The precursors of Ti and Zr were dissolved in deionised water, and then, HCl was 
added. Ammonia was added to the solution until pH = 10. Finally, the samples were dried at 
110°C and then calcined at 500°C for 5 h. The Ti/Zr mixed oxide synthesised by a co-precipita-
tion method was found to have a high specific surface area of 234 m2/g, which is linked to the 
amorphous structure of the material. No diffraction peaks characteristic of TiO
2
 or ZrO
2
 were 
detected in the obtained sample. Moreover, the TiO
2
/ZrO
2
 mixed oxide exhibited good catalytic 
activity for the selective catalytic reduction of NO by NH3.
2.2. Sol-gel method
The sol-gel route is a wet chemical method and is a multi-step procedure involving both 
chemical and physical processes such as hydrolysis, polymerisation, gelation, drying, dehy-
dration and densification. In a typical sol-gel process, a colloidal suspension or sol is obtained 
as a result of hydrolysis and polycondensation of precursors, which are usually inorganic 
metal salts or organometallic compounds such as metal alkoxides. Polycondensation and the 
loss of solvent lead to a transformation from the fluid sol to the solid gel phase [34–38]. The 
sol-gel method is based on hydrolysis and condensation of metal alkoxides or metal salts [39]. 
The process involves the reaction of a metal chloride with metal alkoxide or an organic ether, 
which is an oxygen donor, according to Eqs. (1) and (2):
  MCl 
n
 + M (OR) 
n
  → 2 MO 
n / 2
 + nRCl (1)
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  MCl 
n
 +  (n / 2) ROR →  MO 
n / 2
 + nRCl (2)
In these reactions, the formation of ≡M–O–M≡ type bonds is favoured by the condensation 
between ≡M–Cl and ≡M–OR, according to the reaction (3):
  ≡M–Cl + ≡M–O–R → ≡M–O–M≡ + R–Cl (3)
In the reaction with ether (4), an alkoxide is formed as a result of a reaction of alcoholysis with 
≡M–Cl:
  ≡M–Cl + R–OR → ≡M–OR + R–Cl (4)
These reactions run slowly, and usually, the formation of inorganic oxide is favoured by 
elevated temperature in the range 80–150°C. The main reaction (5) between metal chlo-
ride and metal alkoxide takes place at room temperature and leads to a solution of metal 
chloroisopropoxide:
  ≡M–Cl + ≡M–OR → ≡M–OR≡ + ≡M–Cl (5)
The properties of materials obtained by the sol-gel method depend on such factors as pH, the 
presence of admixtures of other substances, the volume ratio of water to precursor, and the 
rate of stirring of the system. The pH also influences the size and shape of pores [38].
Advanced materials in a wide variety of forms, such as spherical or ultrafine shaped pow-
ders, fibres, thin film coatings, dense or porous materials including high-purity inorganic 
oxides, and hybrid (inorganic-organic) materials can be synthesised using the sol-gel method 
[40–43]. The sol-gel process is a useful synthetic method for the preparation of amorphous as 
well as structurally ordered products [44–49]. It is of particular interest because it gives very 
good compositional and morphological control over the product’s properties, such as specific 
surface area, nanoparticle size and degree of aggregation. The precipitates or gels obtained 
by sol-gel processing are typically amorphous, exhibiting a fairly high specific surface area 
and are in some cases even (meso)porous. A transition from the amorphous to the crystalline 
phase is typically induced by thermal treatment at temperatures higher than 300°C, leading 
in most cases to a deterioration of the pore system and an increase in the particle size, associ-
ated with a decrease in the specific surface area. In sol-gel processing, for better control of the 
hydrolysis and condensation process, many different modifiers of alkoxide precursors can be 
used, including acetylacetone [50–52], acetic acid [50, 53] and other complex ligands.
Mesoporous TiO
2
 nanocrystals were synthesised by Faycal Atitar et al. [54] using the sol-gel 
method in the presence of triblock copolymer as the structure directing agent. In the typi-
cal synthesis, triblock copolymer was first dissolved in ethanol, and the resulting mixture 
was added to CH3COOH and HCl. Next, Ti(OC(CH3)3)4 (TBOT) was added to the mixture. The resulting TiO
2
 nanocrystals were calcined at different temperatures (400, 500, 600, 700 
and 800°C for 4 h) to demonstrate how their structural properties such as crystallite phases, 
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morphology and mesoporosity affect the photocatalytic performance. X-ray analysis showed 
the samples to have a crystalline structure. The samples calcined at 400 and 500°C revealed 
the presence of anatase, but as the calcination temperature increased, the contribution of the 
anatase crystalline structure decreased in favour of rutile. All the synthesised materials were 
shown to be photocatalytically active, and the photocatalytic activity of mesoporous TiO
2
 
was strongly dependent on the final thermal treatment. The sample calcined at 500°C demon-
strated higher activity in the decomposition of imazapyr (98%) and phenol (95%) compared 
with the commercially available Aeroxide TiO
2
 (P-25). Based on the results obtained, the 
authors concluded that mesoporous titanium dioxide T-500 (calcined at 500°C) is an efficient 
material for the removal of organic pollutants from water.
The sol-gel route was also used by Mutuma et al. to obtain titanium dioxide [55]. The pre-
cursor used was titanium tetraisopropoxide (TTIP), which was dissolved in propan-2-ol and 
deionised water. The reaction mixture was heated to 80°C and maintained at that tempera-
ture for 5 h, after which it was cooled to room temperature. It was determined how the pH 
of the reaction system affected the physicochemical properties of the products. The pH was 
controlled by adding a precipitating agent in the form of a solution of sodium hydroxide or 
nitric(V) acid. The process was carried out at pH values of 2, 4, 7 and 9. The resultant systems 
were left to gel at room temperature for 24 h. The products were dried at 100°C for 12 h and 
then calcined at temperatures of 200, 600 and 800°C for 2 h. It was also determined how the 
process conditions influenced the crystalline and porous structures of the synthesised materi-
als, which have a significant effect on their photocatalytic properties. X-ray analysis showed 
that titanium dioxide that had not undergone calcination had an anatase structure. Calcination 
at 200°C led to the appearance of brookite, although the intensity of the band corresponding 
to that crystallographic form decreased as the calcination temperature increased. When the 
calcination temperature increases to 800oC, bands corresponding to rutile appeared, indi-
cating a transformation of anatase to rutile. In photocatalytic tests, the materials containing 
anatase-brookite (calcined at 200°C) or anatase-brookite-rutile (600 and 800°C) exhibited bet-
ter photocatalytic properties than an anatase-rutile system (800°C). It was also found that the 
specific surface area of the products depends strongly on the pH of the reaction system. As the 
pH increased, the surface area of the synthesised materials decreased, irrespective of the cal-
cination temperature. The experiments showed the systems with mixed crystalline structure 
to be an excellent photocatalytic material in the decomposition of non-biodegradable organic 
pollutants, for example from the textile industry.
Titanium dioxide powders were also prepared via the sol-gel method by Siwińska-Stefańska [56]. 
It was investigated how the conditions of preparation (addition of catalyst and chelating agent, 
temperature of calcination) affect the microstructural evolution, porous structure parameters 
and photocatalytic capability of the resulting TiO
2
 powders. The results of dispersive analysis 
showed that an increase in the amount of catalyst used in the process of obtaining titanium 
dioxide results in an increase in particle diameter. Moreover, the diameter of particles tended 
to decrease with a decreasing quantity of chelating agent. The addition of chelating agent also 
caused significant changes in the crystalline structure and porous structure parameters of 
the resulting samples. The TiO
2
 systems prepared by the sol-gel method with or without the 
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 addition of chelating agent exhibited relatively high photocatalytic activity in the decomposi-
tion of C.I. Basic Blue 9.
In a report by Italian researchers [57], the sol-gel method was used to obtain an SiO
2
/TiO
2
 sys-
tem. The precursors of the dioxides were respectively TEOS and TTIP. First, TEOS was mixed 
with an organic solvent (ethanol) in the molar ratio TEOS:ethanol:water = 1:2:1. Hydrochloric 
acid was added to the mixture to maintain a pH of 1. After stirring for 6 h, TTIP was added to 
the system. The resulting sol was matured for 3 days to obtain a gel, which was then dried at 
room temperature for 7 days. The resulting materials then underwent calcination at tempera-
tures of 600 and 800°C for 2 h. Detailed physicochemical analysis confirmed that the product 
consisted of titanium dioxide in rutile form and silicon dioxide. X-ray analysis showed that 
the system that had not been calcined had an amorphous structure, while calcination caused 
the formation of a crystalline structure. Calcination at 600°C leads to anatase, but when a tem-
perature of 800°C is used, rutile appears. TEM microscopic images revealed a tendency for the 
agglomeration of particles in the samples. Variation in the molar ratio of the oxides was found 
not to have a significant effect on the morphology of the oxide system.
Siwińska-Stefańska et al. [58] reported the preparation of nano- and microstructured TiO
2
 
doped with Fe and Co by the sol-gel method and determined the effect of doping on the 
physicochemical properties of TiO
2
. The doped materials were found to contain particles of 
smaller diameter and lower homogeneity than pure TiO
2
. XRD analysis revealed that the 
addition of iron or cobalt to the titania preparation process has a significant effect on crystal-
line structure formation.
Fan et al. [59] prepared a mesoporous TiO
2
/ZrO
2
 nanocomposite from titanium tetrabutoxide, 
ZrOCl
2
∙8H
2
O, Pluronic P123 and Macrogol 20000 as double templates utilising the sol-gel 
method. In typical synthesis, to a solution of titanium tetrabutoxide and nitric acid, ethanol, 
Pluronic P123 and Macrogol 20000 were added. The resulting material was calcined for 5 h 
at 800°C. The structures and physicochemical properties of the products were determined by 
X-ray diffraction (XRD), Raman scattering studies and N
2
 adsorption/desorption. The results 
proved that the use of double templates retarded the crystal phase transformation from ana-
tase to rutile, and the obtained materials showed high thermal stability. Moreover, photo-
catalytic tests confirmed that the sample prepared with double templates exhibited higher 
photocatalytic activity in the decomposition of Rhodamine B (92%) than samples prepared 
with a single template (90 and 91%).
In another study, Shao et al. [60] obtained pure TiO
2
 and TiO
2
/ZrO
2
 system using the sol-
gel method. The crystalline structure and particle shape and size were found to be strongly 
dependent on the calcination temperature and on the ratio of Zr to Ti. XRD analysis showed 
the crystalline structure of the synthesised materials to be significantly affected by the condi-
tions of calcination. As the content of ZrO
2
 increased, the intensity of the bands correspond-
ing to anatase (TiO
2
) decreased in favour of those corresponding to tetragonal ZrO
2
. When 
samples were treated at 800°C, the transformation of anatase to rutile was favoured, although 
a high content of zirconium dioxide retarded that effect. Further increase in the calcination 
temperature led to the transformation of tetragonal ZrO
2
 to monoclinic.
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Kraleva and Ehrich [61] obtained the oxide systems ZrO
2
/Al
2
O3 and TiO2/Al2O3 by the sol-gel route. They used 2,4-pentanedione as complexing agent and n-butoxide as solvent. The 
precursors of the component oxides were the alkoxides of the respective metals. The molar 
ratio of the precursors was 1:1. An appropriate quantity of the precursors was dissolved in 
the solvent, and the reaction system was stirred continuously for approximately 30 min. A 
complexing agent with a pH of 8 was then added, and the mixture was stirred for another 
5 min. It was then heated to 70°C with the pH maintained at 8 for 10 min. Next, hydrolysis 
was performed by adding deionised water dropwise to the reaction mixture and stirring for 
1 h. The sample was then left to cool at room temperature for 12 h, and then, the solvent was 
removed by pressure evaporation at 110°C. After drying, the system was calcined at 500°C. 
The resulting systems had high specific surface area (320 and 200 m2/g respectively for TiO
2
/
Al
2
O3 and ZrO2/Al2O3). The materials differed significantly in terms of crystallinity: the sys-
tem containing titanium dioxide with aluminium oxide was completely amorphous, while 
that of zirconium dioxide with aluminium oxide had a crystalline structure. The synthesised 
materials were also shown to offer excellent performance as catalysts of the conversion of 
ethanol at 600°C, the products being H
2
 and CO (syngas).
Kraleva et al. [62] used the sol-gel method to obtain TiO
2
/ZrO
2
 systems with different con-
tents of ZrO
2
 (3, 6, 13 and 37% mol.). The synthesised materials were subjected to detailed 
physicochemical analysis. Analysis of their porous structure parameters showed that as the 
content of ZrO
2
 increased, there was an increase in the BET specific surface area. X-ray spec-
troscopy revealed that the addition of zirconium dioxide also has a significant effect on the 
crystalline structure and the phase composition of the resulting oxide systems. The TiO
2
/
ZrO
2
 system obtained with a ZrO
2
 content of 37% mol., calcined at 550°C, exhibited an amor-
phous structure. It was also observed that as the calcination temperature increased, diffrac-
tion bands appeared corresponding to srilankite—a mineral containing oxygen, titanium and 
zirconium.
2.3. Hydrothermal route
The hydrothermal method is one of the most advanced techniques for obtaining metals and 
their oxides. Hydrothermal synthesis is a non-conventional method defined as crystal syn-
thesis or crystal growth under high temperature and high pressure water conditions from 
substances which are insoluble at ordinary temperature and pressure (<100°C, <1 atm). Water 
may act both as a catalyst and as a component of the continuous phase during synthesis. 
Among the wet chemical preparation methods, the hydrothermal route has been recognised 
as an energy and time saver, with faster kinetics of crystallisation than classic co-precipita-
tion or sol-gel methods. The hydrothermal method has proven to be an excellent method for 
the synthesis of powders, fibres, single crystals, monolithic ceramic bodies, and coatings on 
metals, polymers, and ceramics [63]. By adjusting simple parameters such as temperature, 
pressure or precursor concentration, it is possible to alter the characteristics of the product 
particles, e.g. crystalline phase and particle size. In the hydrothermal method, the tempera-
ture of crystallisation is usually lower than in a typical thermal process. The agglomeration 
of particles can be prevented by carrying out crystallisation under high pressure. The prod-
ucts obtained without calcination and grinding are of high quality. Using this method, it is 
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 possible to control the shape and size of particles; nonetheless, the process is slow and is 
unsuitable for use on an industrial scale [64].
Chae et al. [65] report the synthesis of titanium dioxide using titanium tetraisopropoxide 
(TTIP) as the precursor of TiO
2
 in an ethanol–water mixture as solvent. TTIP was added drop-
wise to a mixture of ethanol, water and nitric acid with pH = 0.7. After being well stirred, the 
solution underwent a reaction in a hydrothermal reactor at 240–300°C for 4 h. X-ray diffrac-
tion (XRD) analysis showed that hydrothermal processing at 240–260°C leads to a product 
with the greatest crystallinity, containing an anatase crystalline phase and a small quantity 
of brookite. Increasing the temperature of the hydrothermal reaction above 260°C caused 
the formation of agglomerates of primary particles. The size of the particles was strongly 
influenced by the concentration of the titanium dioxide precursor and by the molar ratio of 
ethanol to water and less so by the temperature and time of the reaction. An increase in the 
ethanol:water molar ratio led to smaller particles; also, when that ratio exceeded 8, a less crys-
talline product was obtained, with a tendency for the formation of aggregates. An increase 
in the concentration of TTIP in the reaction mixture retarded the increase in particle size. 
Porous structure analysis confirmed that smaller particle sizes in the resultant materials cor-
responded to higher specific surface areas.
Zhang et al. [66] used the hydrothermal method to obtain TiO
2
 nanowires with anatase crys-
talline structure. An appropriate quantity of white TiO
2
 powder with anatase structure was 
placed in a teflon-lined autoclave, and 10 M NaOH was added up to 80% of the capacity of 
the reactor. The mixture was heated for 24 h at 200°C, and the product was then dried for 6 h 
at 70°C. The resulting material underwent detailed analysis using X-ray diffraction (XRD) and 
scanning, transmission and high-resolution electron microscopy (SEM, TEM, HRTEM). XRD 
analysis confirmed the very high purity of the product. SEM images showed the titanium 
dioxide to have the form of numerous nanowires with uncontaminated surfaces. It was also 
found that the product had an anatase crystalline structure. The obtaining of titanium dioxide 
in nanowire form was conditional on the use of NaOH, which acted as a “soft” matrix and on 
the high process temperature. A lower reaction temperature would favour the formation of 
titanium nanorods. Advantages of the reported process include its low cost, the high purity of 
the products, and the large number of TiO
2
 nanowires produced.
Caillot et al. [67] carried out hydrothermal synthesis of TiO
2
/ZrO
2
 oxide systems. It was deter-
mined how the process conditions affected the morphology, crystalline structure and specific 
surface area of the products. The precursors used were zirconium oxychloride (ZrOCl
2
∙8H
2
O) 
and titanium tetrachloride (TiCl
4
), which were added to a solution of ammonia water 
(NH3∙H2O). Hydrothermal processing took place at a temperature of 220°C under a pres-sure of 25 bar for 4 h. The resulting sample was dried at 120°C and finally calcined at 500°C 
for 10 h. Thermogravimetric analysis of the TiO
2
/ZrO
2
 system following the hydrothermal 
process showed it to have high thermal stability. The diffractogram obtained for TiO
2
/ZrO
2
 
following calcination at 500°C indicated an amorphous structure. Porous structure analysis 
showed the oxide system to have a specific surface area of 209 m2/g.
Hirano et al. [68] investigated the catalytic properties and thermal stability of materials con-
sisting of titanium dioxide and zirconium dioxide, obtained by the hydrothermal route from 
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TiOSO
4
 (titanium(IV) sulphate(VI)) and ZrCl
4
 (zirconium tetrachloride). Solutions were placed 
in hydrothermal reactors and heated at a temperature of 200 or 240°C for 48 h. The precipitate 
was dried at 60°C. Samples were additionally heated for 1 h at temperatures ranging from 400 
to 1000°C. Diffractograms obtained for samples following hydrothermal treatment at 240°C for 
48 h indicate the increasing presence of the monolithic structure of ZrO
2
 as the concentration of 
Zr in the initial solution increases. Diffraction bands corresponding to anatase are also visible. 
Transmission electron spectroscopy showed that the addition of ZrO
2
 causes a decrease in the 
sizes of crystallites. The photocatalytic activity of the products was tested in the decomposition 
of methylene blue (MB) under ultraviolet radiation. The TiO
2
/ZrO
2
 systems exhibited higher 
photocatalytic activity than a material consisting of pure TiO
2
.
2.4. Solvothermal method
The solvothermal method is similar to the hydrothermal method, the difference lying in 
the type of solvent used: in the hydrothermal method it is water, while in the solvothermal 
method, it is a non-aqueous solvent. The range of temperatures used in the solvothermal 
method can be much greater than in the hydrothermal method and depends on the boil-
ing point of the organic solvent used. In the solvothermal method, the control of the shape, 
size and crystallinity of TiO
2
 particles is easier than in the hydrothermal method. The solvo-
thermal method is considered a universal method for obtaining nanoparticles with a narrow 
range of size distribution. Using the solvothermal method, TiO
2
 nanoparticles or nanotubes 
can be produced with or without a surfactant [69, 70].
Zhu et al. [71] described a method for obtaining mesoporous TiO
2
 microspheres by a solvo-
thermal route. The precursor used was titanium tetrabutoxide (TBOT), which was added to 
a solution of polyetherimide (PEI) and anhydrous alcohol. The resulting white suspension 
was transferred to an autoclave, where a reaction was carried out at 180°C for 24 h. The white 
precipitate was then washed with water and ethanol, dried for 6 h at 60°C, and calcined for 2 h 
at 400 or 500°C. The product was analysed using the XRD, SEM, TEM, HRTEM, XPS and BET 
techniques and UV-Vis absorption spectra. Photocatalytic activity was investigated based on 
the reaction of degradation of phenol and methyl orange (MO) under sunlight. Mesoporous 
anatase TiO
2
 microspheres with high crystallinity were successfully obtained by the solvother-
mal method and exhibited high photocatalytic activity for both phenol and methyl orange.
The solvothermal method was used by Yang et al. [72] to synthesise titanium dioxide from 
titanium(IV) fluoride, which was dissolved in a mixture of deionised water and hydrochloric 
acid (used to stabilise the pH). The mixture was added, together with propan-2-ol and hydro-
fluoric acid, to a teflon-lined stainless steel autoclave. The reactor was placed in an electric 
oven at 180°C for between 5.5 and 44 h. X-ray analysis of the product showed the synthesised 
TiO
2
 to have an anatase structure. The average particle size in the system was measured by 
scanning electron microscopy at 1.09 μm. Porous structure analysis showed the specific sur-
face area of the titanium dioxide to be 1.6 m2/g.
Oshima et al. [73] used the solvothermal method to obtain TiO
2
 nanoparticles. Here, a polymer 
gel was used, which enabled strongly dispersed and homogeneous particles to be obtained. First, 
polyvinyl alcohol (PVA) was dissolved in water at 70°C. The reaction mixture was then cooled 
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to room temperature; next, the precursor of titanium dioxide [(NH
4
)8(Ti4(C6H4O7)4(O2)4∙8H2O] was added, and water was evaporated off using microwaves. The resulting polymer gel was 
mixed with ethanol, which served as a solvent, and the mixture was placed in an autoclave 
and heated for 18 h at 230°C. Finally, the product was dispersed in water at 50–70°C. X-ray 
analysis showed that prior to the solvothermal process, the material had an amorphous 
structure, but the diffractograms obtained for the titanium dioxide following solvothermal 
treatment contained peaks indicating formation of the anatase crystalline structure. The par-
ticle size distribution was found by transmission electron microscopy to lie within the range 
4.4–6.8 nm. Physicochemical analysis confirmed the soundness of the method used to obtain 
titanium dioxide, and that it leads to homogeneous particles without a tendency to form 
agglomerates.
Supphasrirongjaroen et al. [74] used the solvothermal method to synthesise TiO
2
/SiO
2
 and 
TiO
2
/ZrO
2
 systems. It was investigated how the addition of Si or Zr affected the photocatalytic 
activity of the oxide system. Titanium tetraisobutanol (TNB), tetraethoxysilane (TEOS) and 
zirconium tetraisobutanol were used as sources of titanium, silicon and zirconium. Titanium 
dioxide with admixed SiO
2
 and ZrO
2
 was obtained by dissolving TEOS and zirconium tetrai-
sobutanol in toluene. The resulting materials were placed in an autoclave (300°C, 2 h). The 
synthesis products were subjected to physicochemical analysis to determine how the process 
temperature affects the photocatalytic activity of the product. It was found that the samples 
treated at room temperature have higher photocatalytic activity. The process temperature 
was also found to have a significant effect on the specific surface area: in almost every case, the 
surface area was larger for the samples that had undergone calcination at 350°C. It was also 
found that the materials containing zirconium exhibited higher photocatalytic activity than 
those with silicon. The researchers concluded that the addition of an appropriate metal can 
improve the physicochemical properties of inorganic materials.
A study of the literature shows that research on the synthesis of advanced materials based 
on titanium dioxide is chiefly focused on the skilful control of processes (through appropri-
ate choices of methods and conditions) serving to generate changes in the properties of those 
materials. Key factors include the selection of appropriate raw materials, optimization of the 
pH of the reaction system, modification of the relative quantities of reagents and selection of 
an optimum temperature for thermal processing. These process parameters make it possible 
to synthesise materials with controlled physicochemical and structural properties, including 
grain size and shape, degree of crystallinity, crystallite size and phase or surface composition, 
as well as chemical and thermal stability. Temperature has a particularly significant effect on 
the crystalline structure of materials based on TiO
2
, which in turn determines their potential 
applications. This applies both to the calcination temperature and to the conditions of synthesis. 
It is of particular interest to carry out reactions in hydrothermal or solvothermal conditions, 
leading to products not only having a precisely designed crystalline structure—with the use of 
a much lower temperature than in other conventional methods—but also exhibiting a unique 
and diverse morphology. These methods also enable greater control of the size and shape of 
particles. A fundamental weakness of these processes, however, is the difficulty of increasing 
their scale. When selecting an appropriate method for the synthesis of titanium dioxide or 
hybrid materials incorporating it, attention should be given to the possibility of obtaining those 
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products on semi-industrial or full industrial scale. The transfer of optimum conditions of syn-
thesis from the laboratory to larger-scale processes is often problematic and should continue to 
be the subject of intensive research.
3. Titanium dioxide–based hybrid materials as active photocalatysts
Photocatalysis is a phenomenon in which chemical reactions are accelerated by the action of 
light. The most important stage of the process is the light-induced excitation of electrons from 
the valence band to the conduction band. This takes place provided that the energy of the 
incident radiation is equal to or greater than the band gap of the photocatalyst and leads to 
the creation of electrons (e−) and holes (h+). The electrons combine with atmospheric oxygen 
to produce active O
2
, while the holes combine with water or atmospheric water vapour to 
form OH• radicals. These hydroxide radicals are strong oxidising agents and can thus easily 
oxidise and decompose various organic pollutants (such as oils and fats). The active oxygen, 
on the other hand, triggers reduction reactions. In the photocatalysis process, oxidation and 
reduction reactions occur simultaneously. During photocatalysis, the created electrons and 
holes are subject to surface or voluminous recombination as well as taking part in redox reac-
tions. The process of photocatalysis is affected by a number of factors: rate of reaction, mass of 
catalyst, wavelength, initial reagent concentration and luminous flux [75–80].
A key factor in the process is the photocatalyst used. Many semiconductor materials are avail-
able on the market for use in photocatalysis processes, but efforts are constantly being made 
to develop new materials that are highly active in the visible and near ultraviolet ranges, 
while also being biologically inert and photostable [81]. Among the wide range of photocata-
lysts in use, the most promising material is TiO
2
, in view of its high photochemical activity. It 
is also regarded as a cheap, nontoxic material that is photostable and chemically and biologi-
cally inert [82].
Research has been carried out to investigate photocatalytic activity using two forms of TiO
2
: 
anatase and rutile. The amorphous form of TiO
2
 is considered to exhibit practically no such 
activity [83]. Photocatalytic activity is affected not only by the type of photocatalyst used, 
but above all by its physicochemical properties: specific surface area and pore type, degree 
of hydroxylation of the surface, particle size and degree of agglomeration and the degree of 
crystallinity and number of defects in the crystalline structure [84]. Differences in the per-
formances of photocatalysts are attributed largely to physicochemical properties such as the 
width of the band gap, the rate of recombination of e−–h+ pairs and the number of hydroxyl 
groups on the TiO
2
 surface.
The phase composition of the studied material is a very important factor in determining the 
photocatalytic activity of TiO
2
. It has been frequently reported that anatase exhibits much 
greater photoactivity than rutile [85–87]. Tanaka et al. [88] and Kumar et al. [89] have sug-
gested that the higher activity of anatase results from its lower capacity to adsorb oxygen, the 
higher degree of hydroxylation of the TiO
2
 surface and the high specific surface area, which 
provides more active sites for the adsorption of pollutants. Too high a surface area entails 
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the presence of a large number of structural defects, which means that the recombination 
of charge carrier pairs proceeds much more rapidly. The recombination rate is slowed by a 
larger number of OH− groups on the photocatalyst surface, which trap the holes generated 
[83, 90–92].
Titanium dioxide is the most widely used catalyst for photocatalytic degradation of organic 
compounds, but there are some limitations in using TiO
2
 for practical applications, which 
include:
• its large band gap;
• its low quantum yield;
• the low photon utilisation efficiency,
• the narrow available light spectrum (UV is the most responsive range).
Various strategies have been adopted for improving or enhancing the photocatalytic effi-
ciency of TiO
2
 (see Figure 3). These methods can be summarised as either morphological 
modifications, such as increasing surface area and porosity, or chemical modifications, by the 
incorporation of additional components into the TiO
2
 structure. Modifications include:
• the addition of transition metal ions (such as Cr, V, Zr, Mn, Fe, Mo) [93–96];
• preparation of the reduced form TiO2−x;
• sensitisation using dyes [97–100];
• doping with non-metals (such as N, S, C) [78, 101–103];
• use of hybrid semiconductors such as TiO
2
/SiO
2
, TiO
2
/Al
2
O3, etc. [10, 104, 105].
Table 3 contains information on selected methods of modifying titanium dioxide.
The absorption spectrum for titanium dioxide can be shifted towards the visible range by 
the incorporation of additional particles which cause significant changes in the material’s 
semiconductor properties. Doping was the first technique used by researchers to modify the 
Figure 3. Various modification methods for titania-based photocatalysts.
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Dopant Precursor Type of matrix Conditions of preparation Properties of obtained 
material
Potential application Ref.
Doping with non-metal
Iron FeCl3∙6H2O, TiCl3, NH3∙H2O, HCl
– Solution containing TiCl3, ammonia and 
water was mixed at room temperature for 
16 h, final pH = 8.5; hydrothermal treatment: 
24 h at 110°C; drying: 80°C for ≥10 h, 
calcination: 500°C for 4 h
Anatase structure, the 
particle diameter decreases 
(from 25 to 15 nm) while 
the specific surface area 
increases (from 50 to 
76 m2/g) with the increasing 
iron content
Photodegradation of 
phenol
[106]
Tungsten Ti(OC
2
H5)4, toluene, W(OC
2
H5)5
– The resulting solution was stirred for 
30 min and then atomised; the substrate 
temperature was kept at 500°C; deposition 
time was 45 min
Anatase structure Destruction of 
resazurin redox dye
[107]
Doping with non-metal
Nitrogen NH3 gas TiO2 nanorods 
prepared by 
hydrothermal 
route on a 
fluorine-doped 
tin oxide (FTO)-
coated glass 
substrate
Thermal treatment of TiO
2
 nanorods at 
500°C for 1 h in the presence of NH3 gas
Morphology: sample NTR-
60—TiO
2
 rods ∼50 nm in 
length, sample NTR-150—
TiO
2
 rods ∼900 nm in length 
and ∼95 nm in width, rutile 
structure
Photooxidation of 
thiol molecules to the 
sulfonic acid species
[108]
Trimethylamine TiO
2
 nanorods 
synthesised 
by the 
hydrothermal 
treatment
Hydrothermal treatment of TiO
2
 at 200°C for 
120 min with different amount (from 1 to 5% 
w/w compared to TiO
2
) of trimethylamine
Anatase structure, 
crystallite size: is decreasing 
from 22 to 10 nm with 
increasing of N content, 
band gap: is decreasing 
from 3.22 to 2.85 eV with 
increasing of N content, 
BET surface area: from 81 to 
101 m2/g
Photodegradation 
of methyl orange 
(MO)—90% for 
sample NTO-4 
(doping with 3%w/w 
N)
[109]
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Dopant Precursor Type of matrix Conditions of preparation Properties of obtained 
material
Potential application Ref.
Sulphur Titanium butoxide, 
thiourea, methanol
– Solution containing precursor of Ti with 
methanol was mixed with mixture of 
thiourea and methanol. Then obtained 
sample was calcined at 400, 500, 600 and 
700°C for 3 h
Crystalline structure: 
sample calcined at 400–
600°C—anatase structure, 
sample heated at 700°C—
anatase and rutile structure, 
crystallite size: from 9 nm 
(sample TiS-400) to 50 nm 
(sample TiS-700), band gap: 
is decreasing from 3.21 to 
3.07 eV with calcination 
treatment
Photodegradation 
of 4-chlorophenol—
under UV light—
98%—sample 
TiS-700, under visible 
light—40%—sample 
TiS-500
[110]
Thiourea, 
ethanol, titanium 
tetraisopropoxide
– Sample S-TiO
2
: to solution containing 
thiourea and ethanol was added titanium 
tetraisopropoxide stirred at room 
temperature under aerated conditions for 
48 h, calcination at 450°C for 4 h,
sample S8-TiO2: pure, amorphous TiO2 
and S8 were mixed and ground together 
thoroughly with a mortar, followed by 
annealing at 350°C for 4 h
Anatase structure, 
crystallite size: 13 nm for 
S-TiO
2
 and S8-TiO2, and 14 nm, for TiO
2
, particle size 
of 5–15 nm, BET surface 
area: 93 m2/g for S-TiO
2
 and 
69 m2/g for pure TiO
2
[111]
Heterogeneous composites
ZnO Zn(NO3)2∙6H2O, 
hexamethylenetetramine 
(HMT, C
6
H12N4)
The 3 durchin-
like TiO
2
 
nanospheres
Hydrothermal synthesis: 100°C  
for 3 h, drying: 60°C
Anatase TiO
2
 and hexagonal 
wurtzite-type ZnO, BET 
surface area—187 m2/g
Photodegradation 
of nitrophenol and 
methyl orange
[112]
ZrO
2
Pluronic P123, 
ZrOCl
2
∙8H
2
O, 
titanium(IV) n-butoxide, 
HCl, C
2
H5OH
– Synthesis: HCl + titanium(IV) 
n-butoxide + P123 in ethanol + ZrOCl
2
∙8H
2
O;
deposition of thin film on indium tin oxide; 
calcination: 350, 400, 450, 500 and 800°C 
for 4 h
Anatase, rutile and 
tetragonal ZrO
2
, BET 
surface area from 187 to 
219 m2/g,
Photodegradation of 
rhodamine B
[113]
Ethanol, Pluronic P123, 
Macrogol 20000, titanium 
butyrate (TBT), HNO3, ZrOCl
2
∙8H
2
O
– Synthesis: ethanol, Pluronic P123, 
Macrogol 20000, titanium butyrate (TBT), 
HNO3—room temparature, after adding ZrOCl
2
∙8H
2
O—80°C; calcination: 800°C  
for 5 h
Anatase structure, BET 
surface area—149 m2/g
Photodegradation of 
rhodamine B
[59]
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Dopant Precursor Type of matrix Conditions of preparation Properties of obtained 
material
Potential application Ref.
Hybrids with nano-materials
Graphene Graphene oxide, poly(L-
lysine) (PLL), ethylene 
glycol (EG)
TiO
2
 hollow 
microspheres
Solvothermal method – Decomposition of 
MB dye
[114]
Graphite powder, 
titanium dioxide, HCl, 
methanol, H
2
SO
4
, 
KMnO
4
, H
2
O
2
, NaNO3, 
methanol
– Simple mixing at room temperature for 24 h 
and sonication, drying: dried in oven at 60°C
Anatase and rutile structure Photodegradation of 
rhodamine B
[115]
Table 3. Modification of titanium dioxide.
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electron structure of titanium dioxide [116]. Foreign ions or atoms are introduced into the tita-
nium dioxide crystalline lattice with the aim of modifying and improving its physicochemical 
properties. The success of the process is largely dependent on the type and the quantity of 
dopant, which usually does not exceed a few percent. Both metals and non-metals may be 
used as dopants in titanium dioxide [83, 117–120].
The incorporation of metals (iron, chromium, tungsten, platinum, etc.) into titanium dioxide 
leads to a reduction in the band gap and thus an increase in absorption of radiation in the 
UV-Vis range. The activity of TiO
2
 doped with metal ions depends largely on the valence of 
the dopant. If those ions have the same charge as the Ti ion in the crystal, the effect will be a 
change in the interactions between the metal atoms. The incorporation of metal ions of lower 
valence than Ti4+ (Y3+, La3+, Nd3+, Pd2+) favours a change in the size of the band gap and a 
reduction in the density of point defects [121–124].
Reports on the doping of titanium dioxide with iron confirm that the quantity of iron used, 
which may range from 0.05 to 50% Fe, has a significant effect on the increase in photocatalytic 
activity. In this process, a titanium atom in the anatase phase may be subject to substitution or 
else some of the iron atoms are incorporated into the titanium dioxide crystal lattice in anatase 
form to produce a composite, while some aggregates form the oxides Fe
2
O3 and Fe3O4. The 
doping process leads to the generation of shallow charge traps in the crystal structure, which 
decreases the recombination rate of electron-hole pairs. Introducing iron ions into the TiO
2
 
lattice not only leads to a lower electron-hole recombination rate but also increases excitabil-
ity by visible light. Titanium dioxide doped with iron exhibits better photocatalytic activity 
under UV and also under visible light irradiation [106, 125–129].
The doping of TiO
2
 with chromium not only increases its photocatalytic activity but also 
causes the photocatalyst to acquire ferromagnetic properties without losing its conductive 
properties. The enhancement of photocatalytic activity results from the formation of vast 
oxygen vacancies. The oxygen vacancies in TiO
2
 act as electron traps which can bind the 
photoinduced electrons and play a significant role in inhibiting the recombination rate of 
photoinduced electron-hole pairs [130]. In turn, tungsten can be incorporated into the TiO
2
 
structure in oxide form (WO
x
). This enhances the material’s photocatalytic activity by reduc-
ing charge carrier recombination and by increasing light absorption in the visible portion of 
the spectrum [131].
Doping with non-metals is usually carried out to extend the photocatalytic activity of TiO
2
 
in the UV-Vis range. The introduction of non-metals into the oxygen sub-lattice may cause a 
change in the position of the valence band and thus reduce the band gap. Promising results 
have been obtained by doping titanium dioxide with non-metals such as nitrogen, carbon, 
iodine, sulphur and fluoride. Such doping narrows the band gap or leads to the appearance 
of new internal levels between the valence band and the conduction band [108–111]. When 
TiO
2
 is doped with nitrogen, the dopant may replace an oxygen ion (in the case of a mate-
rial with anatase structure) or a titanium ion (in the case of a rutile structure) [108, 109]. In 
case of doping with carbon, the dopant may replace oxygen or titanium or else occupy an 
inter-nodal position, depending on the energy of formation of the product and the presence 
of oxygen in the reaction environment. If doping is carried out in oxygen-rich conditions, 
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substitution of carbon for titanium takes place or else it is incorporated in the inter-nodal 
position due to its small atomic size. If the environment contains little oxygen, the carbon 
atom takes the oxygen position, forming the structure C-Ti-O-C [117, 132, 133]. The doping 
of titanium dioxide with iodine, on the other hand, leads to increased visible light absorption 
and increased photocatalytic activity below the visible range. This phenomenon results from 
retardation of the recombination of electron-hole pairs due to the capture of electrons by the 
iodine. Substitution of iodine atoms for oxygen or titanium results in a narrowing of the band 
gap [134]. Doping titanium dioxide with sulphur is more difficult, due to the fact that the 
dopant replaces oxygen in the oxide crystal lattice, and the differences in the radii of the two 
atoms are significant [110, 111].
Reports on the doping of titanium dioxide indicate that a small quantity of dopant will not 
lead to major changes in the porous structure but may cause significant changes in the phase 
composition of TiO
2
 and in the size of crystallites. In the case of doping with nitrogen, an 
increase in the quantity of the dopant has been found to increase the thermal stability of ana-
tase and to alter the temperature of transformation of anatase to rutile [135–137].
Another method for modifying the electron structure of titanium dioxide is the formation of 
hybrid oxide systems. Among synthetic hybrid oxide systems, TiO
2
/ZrO
2
 materials, which 
thanks to the addition of zirconium dioxide have much greater surface area and mechanical 
strength than pure TiO
2
, deserve special attention. An admixture of ZrO
2
 prevents the phase 
change of anatase to rutile and causes a reduction in the particle diameter of the resulting 
hybrid. These factors contribute to the improved photocatalytic activity of TiO
2
/ZrO
2
 oxide 
systems. There are many publications with information on the application of TiO
2
/ZrO
2
 
hybrids in photocatalysis. The use of TiO
2
/ZrO
2
 hybrid materials in the photo-oxidation of 
organic compounds or degradation of dyes originating from various industrial processes is 
well known. It also has applications in the photo-reduction of atmospherically harmful oxides, 
like CO
2
 and NO
x
, resulting for example from the combustion of fossil fuels. The advantages 
of the TiO
2
/ZrO
2
 hybrid are its mechanical strength, nontoxicity and corrosion resistance and 
the ability to conduct photocatalytic processes using sunlight. These advantages may stimu-
late increasing demand for this material in the near future [59, 113, 138].
Zhou et al. [113] determined the photocatalytic properties of a TiO
2
/ZrO
2
 system obtained by 
the sol-gel method. Physicochemical analysis showed the products to have an anatase crystal-
line structure. An increase in the molar content of zirconium dioxide leads to a decrease in 
the crystallinity of the resulting materials, while an increase in the temperature of calcination 
increases their crystallinity. The specific surface areas of the materials (for all variant methods 
of synthesis) lay in the range 187.0–219.2 m2/g. Photocatalytic analysis indicated a fall in the 
effectiveness of photocatalysis as the temperature of calcination of the materials was increased.
The sol-gel method was also used by Fan et al. [59] to obtain a TiO
2
/ZrO
2
 system. It was found 
that the proposed method led to mesoporous materials with a well-crystallised anatase struc-
ture. The systems were found to have high specific surface areas, in the range 136.9–148.9 m2/g.
Combining titania with zinc oxide can also lead to a hybrid oxide system with good pho-
tocatalytic properties. The resulting material can be used, for instance, in the degradation 
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of organic impurities such as detergents, dyes and pesticides present in various types of 
wastewater. The TiO
2
/ZnO hybrid material can be synthesised by both physical and chemical 
processes, which enables enhancement of its properties, for example by widening its light 
absorption spectrum. Additionally, the photocatalytic activity of oxides may help reduce the 
susceptibility of pollutants to form aggregate structures [139].
Cheng et al. [140] determined the photocatalytic properties of a hybrid material (UTZ) con-
sisting of 3D nanospherical TiO
2
 with a “hedgehog” shape and one-dimensional ZnO in the 
form of “nanospindles”. The resulting system was highly homogeneous and contained the 
crystalline structure of anatase (TiO
2
) and the hexagonal wurtzite structure (ZnO). The TiO
2
/
ZnO system was found to offer significantly better photocatalytic performance than pure ZnO 
or TiO
2
 in the decomposition of methyl orange (MO) and nitrophenol. This high photocata-
lytic activity was probably due to the existence of a closely bound heterostructural surface 
between the ZnO and TiO
2
, enabling charge separation and reducing the rate of recombina-
tion of electron-hole pairs.
The marked improvement in photocatalytic activity in the case of titania/graphene hybrids 
is linked to the fact that the graphene component enables the transfer and/or trapping of 
electrons photogenerated in the oxide semiconductor structure, allowing the holes to form 
reactive sites. Therefore, charge recombination is suppressed, leading to improvement of the 
photocatalytic performance [141].
Yan et al. [114] obtained a novel three-dimensional (3D) reduced graphene oxide/TiO
2
 (rGO/TiO
2
) 
hybrid composite by wrapping TiO
2
 hollow microspheres with rGO sheets via a facile solvother-
mal route using poly(L-lysine) (PLL) and ethylene glycol (EG) as coupling agents. It was con-
firmed that the hybrid materials, containing mixed phases of TiO
2
 (with content of rutile - 20.8%), 
demonstrate higher photocatalytic activity in the decomposition of MB dye. Ni et al. [142] syn-
thesised high-photoactive GP strongly wrapped three-dimensional anatase TiO
2
. The prepared 
material demonstrated excellent photocatalytic activity under UV irradiation for the degrada-
tion of MB, much higher than that of commercial P25 titania. Similar results were presented by 
Thomas et al. [115], who synthesised high-performance functionalised FLG (FFLG) decorated 
with TiO
2
 photocatalyst, by simple mixing without any calcination or high-pressure treatment. 
The FFLG/TiO
2
 system produced a higher rate of degradation of Rhodamine B (Rhd B) as com-
pared with pure TiO
2
 nanoparticles and FLG-TiO
2
 (non-functionalised FLG).
Although titanium dioxide is an excellent candidate for photocatalytic applications, due to its 
band gap size, nontoxicity, chemical stability, inert nature and relatively low cost, it is sub-
ject to certain limitations, chiefly resulting from its relatively low activity in the visible light 
range and its high exciton recombination rate. For this reason, much research is carried out 
with the aim of improving and reinforcing the photocatalytic activity of TiO
2
 and increasing 
its spectral sensitivity. This may be achieved by modifying TiO
2
 during or after its synthesis, 
with the choice of a suitable method of activation (doping with metals or nonmetals, coupling 
with other semiconductor materials, increasing its crystallinity by calcination, or synthesis of 
hybrid materials). These solutions can lead to a material with enhanced photocatalytic prop-
erties, including increased sensitivity in the UV and visible light ranges, and with reduced 
recombination rate due to the provision of charge traps. New research trends also relate to 
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the combination of TiO
2
 with polymers or various forms of carbon nanotubes, fullerenes, gra-
phene oxide (GO) or reduced GO (R-GO), with the aim of obtaining multifunctional materials 
with a wide range of applications. With this in mind, it should be emphasised how many 
opportunities and technological solutions are available for implementation with the goal of 
obtaining unique titania-based materials.
4. Titanium dioxide derivatives as effective electrode materials
Recent years have seen intense development in research aimed at seeking new materials and 
design solutions to enable further progress in the technology of lithium-ion batteries, which 
are seen as one of the leading technologies for energy storage. Currently, the greatest chal-
lenge in the design of these batteries is to find an optimum combination of cathode and anode 
materials, as these largely determine the cell’s parameters, including capacity, voltage, revers-
ibility of the charge/discharge reaction, and chemical stability. The electrode materials must 
not only be compatible with each other but also should form a synergic system together with 
the electrolyte and separator [143–145].
Among a range of available materials, titanium dioxide and its derivatives have recently 
gained popularity as anodes for Li-ion batteries because they allow the design of operational 
devices with only minor safety concerns. This class of materials offers improved chemical and 
thermal stability, low cost, biocompatibility, relatively high surface area and porosity, a broad 
electrochemical window, rate capability and enhanced cyclic performance by virtue of their 
superior electrical conductivity. These features make titania-based derivatives a good candi-
date to replace the commonly used carbon (graphene) as an anode material in LIBs. However, 
limitations include the low capacity, low electrical conductivity, poor rate capability and poor 
cycling performance of titanium dioxide. Much research has been carried out to overcome 
the difficulties related to the use of TiO
2
 as an electrode material. Numerous scientific centres 
worldwide are working on ways of improving the electrochemical behaviour of titania and 
its derivatives. The chief aim is to enhance the electronic conductivity by producing differ-
ent titania nanostructures to increase its capacity through the incorporation of selected metal 
oxides into its structure. Another approach is to combine or coat TiO
2
 with carbonaceous 
materials or to introduce anionic or cationic dopants to form more open channels and active 
sites for Li ion transport [143–149].
Moreover, the electrochemical performance and the lithium intercalation/de-intercalation 
processes of titania-based materials typically depend on their crystallinity, structure, mor-
phology, particle size and surface area. In particular, it has been found that nanostructured 
titanium oxide leads to better capacity, longer cycling life and higher rate capability than the 
bulk materials. Titania has several allotropic forms, the best-known being tetragonal rutile 
and anatase, and orthorhombic brookite. Even though anatase has been considered the most 
electroactive form, other allotropes such as rutile and brookites are also widely studied for 
potential use as anodes. Moreover, synthesis of this type of system can effectively improve 
their capacitive performance by creating products with excellent high-rate cycling ability and 
stability. The application of such hybrid materials as anodes in lithium-ion batteries should 
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lead to charge redistribution in the lattice, facilitate the diffusion of Li+, and finally increase 
lattice defects and conductivity [145–152].
Kubiak et al. [153] investigated the electrochemical performance of a mesoporous TiO
2
 syn-
thesised via a sol-gel method utilising an ethylene glycol-based titanium precursor in the 
presence of an amphiphilic molecule as the templating agent. The obtained material presents 
pure anatase TiO
2
 without the presence of other phases, with a monomodal pore diameter 
close to 5 nm and BET surface area of 92 m2/g. The mesoporous anatase titania shows excellent 
rate capability (184 mAh/g at C/5, 158 mAh/g at 2C, 127 mAh/g at 6C, and 95 mAh/g at 30C) 
and good cycling stability. The authors concluded that the electrochemical performance of 
anatase titania was determined not only by surface area and crystallite size but also by meso-
pore size. The presence of mesopores was important for high-rate performance and favour-
able to electrolyte ion transport.
Mancini et al. [154] found that new Cu or Sn/mesoporous anatase electrodes offer excellent 
electrochemical performance, especially in terms of fast insertion/extraction capacity. The 
capacity after 200 cycles is 123, 147 and 142 mAh/g for uncoated, Cu-coated and Sn-coated 
anatase electrodes, respectively, with capacity retention of about 80% for all electrodes. 
The good electrochemical behaviour of metal/mesoporous anatase TiO
2
 is ascribed to the 
combined effects of mesopores and the electronically conductive metal layer. Moreover, the 
metal coating provides a lower polarisation of the electrodes, which indicates faster kinet-
ics of the electrochemical processes. The researchers suggested that a thin metal coating 
may be a very promising method in the development of high-rate electrode materials for 
Li-ion batteries.
Kubiak et al. [155] produced nanosized rutile TiO
2
 via a hydrolytic sol-gel route, apply-
ing a glycerol-modified precursor in the presence of an anionic surfactant. The proposed 
methodology led to rutile whiskers, which agglomerated to cauliflower-like aggregates of 
several micrometers, with a BET surface area of 181 m2/g. This interesting morphology of 
rutile titania favours contact between the active material and the electrolyte. The obtained 
material shows excellent electrochemical performance in terms of capacity, cyclability, 
stability and reversibility, especially at high charge/discharge rates. The authors demon-
strated that this high rate capability can be ascribed to shorter transport lengths for both 
electronic and Li+ transport, as well as a larger electrode/electrolyte contact area due to the 
high surface area.
Mesoporous anatase TiO
2
 was synthesised via a urea-assisted hydrothermal method by Jung 
et al. [156]. The authors investigated the influence of thermal treatment of mesoporous TiO
2
 
at 300, 400 and 500°C on its electrochemical performance. The prepared material was found 
to consist of monophasic TiO
2
 sub-microspheres with uniform particle size (ca. 400 nm), a 
crystallite size of 14 nm and a BET surface area of 116 m2/g. The capacity for the mesoporous 
TiO
2
 calcined at 400°C after 80 cycles is 154 mAh/g, with capacity retention of about 94.5%. It 
was concluded that the large surface area introduced by the highly porous nano-structured 
building blocks of each TiO
2
 sub-microsphere assisted in creating an easy and shorter diffu-
sion pathway for ionic and electronic diffusion. These results indicate the good power perfor-
mance of the synthesised material.
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Zhang et al. [157] showed that hierarchical nanostructures and composition play key roles 
in the electrochemical performance of TiO
2
 hollow microspheres used as anode materials. 
Mesoporous hollow TiO
2
 microspheres with controlled size and hierarchical nanostructures 
were synthesised by hydrothermal methods. The results show that the hollow microspheres 
composed of mesoporous nanospheres exhibit a very stable reversible capacity of 184 mAh/g 
at 0.25C and an extremely high power of 122 mAh/g at the high rate of 10C. It was also shown 
that the hollow structure and large mesoporous channels of the material facilitate electrolyte 
transportation and lithium ion diffusion, and the small mesopores and small-sized nanopar-
ticles increase the lithium storage capacity.
Metal oxides are one of the promising classes of materials to replace graphite anodes for LIBs, 
because these materials have diverse chemical and physical properties and can deliver high 
reversible capacities between 500 and 1000 mAh/g. The electrodes of metal oxides, which 
have high specific capacity, are prone to fail during their reaction with Li ions during the 
charge and discharge processes. To prevent these failures, TiO
2
 is introduced into these elec-
trodes to form TiO
2
/metal-oxide composites. The TiO
2
/metal-oxide composites for LIBs most 
commonly combine TiO
2
, which has good cycling performance and capacity for LIBs, with 
other metal oxides with high capacity for LIBs such as SiO
2
, ZnO, ZrO
2
, etc [154, 155, 158].
Opra et al. [159] obtained nanostructured Zr-doped (1 at.%) TiO
2
 (anatase) via a template sol-
gel method on carbon fibre. The obtained material consisted of microtubes (length 10–300 μm, 
outer diameter 3–5 μm) composed of nanoparticles with a size of 15–25 nm. Moreover, 
Zr-doped TiO
2
 shows significantly higher reversible capacity (140 mAh/g) after 20-fold cycling 
at a rate of 0.1C in the range 3–1 V in comparison with undoped titania (65 mAh/g). It was 
reported that the transport of Li+ ions depends significantly on the structural characteristics 
of titania [17]. When Zr4+ ions are incorporated into the anatase structure, the difference in the 
ionic radii of the metal ions increases the lattice parameters and creates defects. The creation 
of defects leads to charge redistribution in the titania lattice and increases the conductivity 
(according to EIS results).
Gao et al. [160] reported the successful production of TiO
2
/ZnO nanocomposite arrays for 
lithium-ion battery application. The sandwich-like TiO
2
/ZnO framework with 3D intercon-
nected construction shows stable cycling performance with a specific capacity of 340 mAh/g 
at a current density of 200 mA/g after 100 cycles. The authors noted that the uniform decora-
tion of ZnO nanoparticles onto the TiO
2
 nanosheet arrays plays a significant role in advancing 
their electrochemical performance.
Siwińska-Stefańska and Kurc [161] used a novel TiO
2
-SiO
2
-ZrO
2
 (TSZ) ternary oxide system 
(with a TiO
2
:SiO
2
:ZrO
2
 molar ratio of 8:1:1) synthesised via a sol-gel route as an anode material 
in a Li-ion battery. They combined titania with silica, which can react with a low discharge 
potential and can store a large quantity of lithium ions, as well as with zirconia, which is capa-
ble of suppressing SEI formation and enhancing electron transport to improve electrochemical 
performance. The specific discharge/charge capacity of the TSZ electrode is about 175 mAh/g.
Unique TiO
2
 nanotube arrays (TNAs) grafted with MnO
2
 nanosheets were synthesised as a 
Li-ion battery anode by Zhu et al. [162]. The obtained composite combines the advantages 
of both MnO
2
, with its high capacity (1230 mAh/g), and TNAs, with excellent cycle stability 
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and superior electrical conductivity. Sample TM-10 demonstrated a capacity of 610 mAh/g 
at a current rate of 350 mA/g and a capacity of 385 mAh/g at a rate of 700 mA/g even after 
700 cycles. It was proved that the layer thickness of MnO
2
 has a major impact on electro-
chemical performance.
Research on anode materials for lithium-ion batteries has also been focused on carbonaceous 
materials and transmission semiconductors such as TiO
2
. Carbonaceous materials have high 
stability, but low volumetric capacity, mainly due to their large initial irreversible capacity. 
Metal oxide semiconductors have many advantages as electrode materials, including robust-
ness, chemical and thermal stability, low cost, biocompatibility, and relatively high electronic 
conductivity. The synthesis of mesoporous oxide semiconductors like titania has become an 
important issue in the construction of smart nanosensors with electrodes decorated by metal 
oxides [163–166].
Qiu et al. [167] synthesised a mesoporous TiO
2
/graphene composite using graphene oxide 
(GO) and cheap TiOSO
4
 as precursors, via a facile one-step hydrothermal route. The obtained 
material exhibited a high discharge capacity (141.7 mAh/g) at the current density 5000 mA/g, 
an impressive value which is among the highest measured for any TiO
2
/graphene composite. 
The authors suggested that the conductive graphene in the composite may facilitate electron 
transfer and contribute to the higher rate capability of the TiO
2
/graphene composite electrode 
compared with the blank TiO
2
 electrode.
Carbon-coated TiO
2
/SiO
2
 nanocomposites (CTSO) were produced using a simple hydrother-
mal approach by Zhang et al. [168] as anode materials for lithium-ion batteries. The CTSO 
anode exhibits superior high-rate capability and excellent cycling performance. The specific 
capacity of the obtained material is much higher than that of pure TiO
2
 and silica-modified 
TiO
2
 without carbon nanocoating (TSO), which indicates that the material and structural 
hybridisation has a positive synergistic effect on the electrochemical properties. CTSO (0.05) 
presented the best cyclability, with 264 mAh/g retained after 270 cycles at 30 mA/g, and supe-
rior high-rate performance (233 mAh/g at 150 mA/g after 600 cycles, and even 167 mAh/g at 
300 mA/g after 1000 cycles).
Siwińska-Stefańska and Kurc [169] reported on the synthesis, electrochemical properties and 
performance of a new type of microsized titania/graphene oxide (TA/GO) composite applied 
as a new anode material in lithium-ion batteries. The material was characterised by the pres-
ence of microsized particles with anatase and rutile structure, and a BET surface area of 
6.2 m2/g. The specific discharge and charge capacities of TA/GO electrodes are approximately 
1850–2010 and 2050–2100 mAh/g, respectively. Strong Ti–O–C chemical bonds give the com-
posite resilient strength to facilitate the ordered assembly of TiO
2
 nanoparticles and formation 
of a mesoporous structure with a high tap density, enable the rapid transport of Li ions and 
electrons within the composite structure and maintain a stable mesoporous structure during 
the discharge/charge process of the resultant LIBs.
Mesoporous TiO
2
/CNTs 3D conductive network hybrid nanostructures were synthesised using 
a facile PEO-aided self-assembled process by Wang et al. [170]. The material  demonstrated 
high Li storage capacity, superior rate performance and excellent long-term cycling stability. 
Mesoporous TiO
2
/CNTs exhibits a reversible specific capacity of 203 mAh/g at 100 mA/g and 
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a stable capacity retention of 91 mAh/g at 8000 mA/g (47.6C) over 100 cycles. The obtained 
material also retained approximately 90% (71 mAh/g) of its initial discharge capacity after 
900 cycles at an extremely high rate of 15,000 mA/g (89C).
As this review of the subject literature shows, the search for new electrode materials is the 
subject of ongoing worldwide research efforts. The work is largely oriented towards the devel-
opment of new types of batteries with high energy density and cyclability, and with as fast a 
charging rate as possible. The search for new electrode materials, and modification of existing 
ones, to achieve increased electrical capacity and the possibility of operation over a wider range 
of potentials relative to the lithium electrode is part of a current trend in scientific research.
Based on the current state of knowledge and our own research, we foresee continued growth 
in research work oriented towards the synthesis of functional materials containing titanium 
dioxide. Studies to date show that the obtaining of such materials is particularly impor-
tant from both a theoretical and a practical standpoint. The good availability of methods 
for obtaining titania-based systems, their interesting physicochemical properties and their 
broad range of possible applications mean that these materials are coming to be used more 
and more widely in various branches of industry. Also of key importance is the synthesis 
of hybrid materials aimed at improving the physicochemical properties of TiO
2
, including 
through the careful control of the quantities of particular components. This creates a wide 
area for potential research and represents an alternative to the popularly used methods of 
synthesis. Research in this area is directed towards obtaining functional materials with not 
only photocatalytic but also antibacterial properties, offering defined electrochemical or bar-
rier effects. Also being intensively developed are combined methods, such as the microwave-
assisted sol-gel process, which also introduce interesting theoretical considerations regarding 
the synthesis of titania-based materials. This creates better possibilities for control of the syn-
thesis and of the physicochemical parameters of the products.
Analysis of the literature review presented confirms the justification for the continuation of 
research into the synthesis of functional materials based on TiO
2
.
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